OPERATING INSTRUCTIONS
A\ BRAKE LOCK POSITION:

*Brake Lock Position is when the wheels are off the ground, no longer carrying
weight and the Steel Blue Base of the Cartar FL is sitting on the Concrete.
In this position, your Cartar FL is Stationary.

1) Make sure your hands , fingers and feet are well clear of the Cartar FL.
2) Connect Air Line to Control Pad.

3) On control Pad, switch to "Platform™

4) Blue Base will now lower and sit on Concrete.

BRAKE RELEASE POSITION :
1) Connect Air Line to Control Pad.
2) On Control Pad, Switch to "Wheels".
3) On Control Pad, Push Trigger.
BE AWARE THAT YOUR CARTAR FL COULD START TO ROLL.
4) Your Cartar FL is now Mobile. You need to be aware that your Cartar FL is
dangerous and requires your TOTAL attention.
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POSITION UNDER VEHICLE
YOU MUST POSITION THE CARTAR FL FROM FRONT OR REAR OF VEHICLE

Tow Handle can be disconected once
vehicle is elevated. To move, push off
vehicle. Control Pad can be hooked
to under body once air line has

been disconected.
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Position your vehicle CENTRALLY over machine . Make ABSOLUTLY certain
that the vehicle weight is evenly balanced on the Cartar FL before Ascending.

WHEEL DIRECTION LOCK:

LOCKED UNLOCKED

The Wheel Directional Locks are designed to assist in the guiding and steering
of your machine .To Lock and Unlock your steering locks , use a 14mm or a
9/16 AF Spanner as shown.
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